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HR-LED87
LEDme® Button Light

PRODUCT DESCRIPTION

Designed for recessed or surface mounted installations, 
delivering strong light output with the latest in LED technology. 

FEATURES 

• Recessed or surface mounting
• Quick and easy installation
• Includes 72" lead wire
• 3000K color temperature
• 70,000 hour rated life
• UL and CUL Listed 
• 5 year WAC Lighting product warranty

FIXTURE PERFORMANCE

Watt Lumens Effi  cacy CRI
HR-LED87 5W 180 36 Lm/W

85
HR-LED87S 4.8W 155 32.3 Lm/W

ORDER NUMBER

Model # Color Temp Finish

HR-LED87
HR-LED87S

Round
Square 3000K

BK
BN
CB
CH
DB
WT

Black
Brushed Nickel 
Copper Bronze
Chrome
Dark Bronze
White

HR-LED87-27
HR-LED87S-27

Round
Square 2700K

RETROFIT RECESSED HOUSING

Model # Finish
HR-LED-COV BK, BN, CB, CH, DB, WT

Use to replace low voltage HR-88 and HR-86 
button lights using existing wiring and cutout.

–

Example:  HR-LED87S-27-BN

FINISHES

BK BN CB

CH DB WT

SPECIFICATIONS

Construction: Die-cast aluminum fi xture, stamped steel housing 
for surface mount. Glass beam spread lens.

Wiring: Includes 72" pre-installed wires that lead out through the top.

Transformers: Class 2, 24V remote and plug-in transformers allow for up to 
20 button lights to be wired together. Use a multiple terminal block to 
wire up to 6 fi xtures in a neat under cabinet installation without the 
use of open splices (see below).

Light Source: Six 3000K LEDs.

Dimming: May be dimmed to 10% with an electronic low voltage (ELV) dimmer.

Mounting: Recessed– 28" cutout hole. Compression springs hold 
fi xture fi rmly in place. Surface– Screw housing cover to surface, 
compress springs and insert into cover. Not recommended for use in ceiling.

Finish: Black (BK), Dark Bronze (DB) and White (WT) powder coat, electroplated 
Brushed Nickel (BN), Copper Bronze (CB) and Chrome (CH).

Standards: UL & CUL Listed.

24"
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d"

24"
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CLASS 2 ELECTRONIC TRANSFORMERS

Type Model Dim Input Output Power Up To Dimensions

Remote

EN-2460-RB2 ELV 120V 24V AC/60W 12 × LED87 62" × 1s" × 14"

EN-24100-RB2 ELV 120V 24V AC/96W 20 × LED87 62" × 1s" × 14"

 EN-24100-277-RB2-T 0-10V 277V 24V DC/96W 20 × LED87 12s" × 34" × 2"

Plug-In EN-2460-P-AR ELV 120V 24V AC/60W 12 × LED87 2¾” X 1s” X  1¾”

Includes 6' cord and 5 SL-WC-1 clips.

MULTIPLE TERMINAL BLOCK

Model # Dimensions
MTB-01 L: 34" W: 1w" H: d"

12.5A max accommodates up to 6 output 
connections for 14 AWG wires.

• Minimizes wiring back to transformer
• Minimal voltage drop, power supplied using a variable current
• If one fi xture goes out the rest remain on

120V 
input

24V AC
outputup to 20 lights

transformer

FROSTED LENS ACCESSORY

Model #
LENS-13-FR

Softens light and reduce glare for 
square or round

24"

18"
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LEDme® BUTTON LIGHT - HR-LED87 
Photometrics

Round - 2700K

Square - 3000KSquare - 2700K

Round - 3000K

  WAC Lighting GONIOPHOTOMETERS SYSTEM TEST REPORT

LUMINAIRE PHOTOMETRIC TEST REPORT

NAME: HR-LED87-27-BK A102413

DIM.:

MFR.: WAC Lighting

TYPE:Cabinet light

SPEC.:

SUR.:

WEIGHT:

SERIAL No.:

PROTECTION ANGLE:

Test:U:120.1V I:0.0501A P:4.450W PF:0.7402  Lamp Flux:175.742x1 lm
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LUMINOUS INTENSITY DISTRIBUTION DIAGRAM C0 PLANE ISOLUX DIAGRAM (UNIT:lx)
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DATA OF LAMP PHOTOMETRIC DATA Eff: 39.49 lm/W

MODEL

NOMINAL POWER(W)

RATED VOLTAGE(V)

NOMINAL FLUX(lm)

LAMPS INSIDE

TEST VOLTAGE(V)

Imax(cd)

LOR(%)

TOTAL FLUX(lm)

CIE CLASS

  up(%)

  down(%)





S/MH(C0/180)

S/MH(C90/270)

  UP,DN(C0-180)

  UP,DN(C180-360)

CIBSE SHR NOM

CIBSE SHR MAX





SAMSUNG SPMWHT221MD5WAWOSO

5

120

175.742

1

120.1

79.07

100.0

175.74

DIRECT

0.0

100.0

1.23

1.19

0.0,48.9

0.0,51.1

1.25

1.35

C Range:  0 - 360DEG
C Interval: 22.5DEG

  Range:  0 - 180DEG
  Interval:  1.0DEG



Test Speed: HIGH Test System:EVERFINE GO-R5000_V2 SYSTEM V2.0.273
Temperature:25.4DEG Humidity:57%

Test Distance:2.457m [K=1.0000]Operators:Alice
Test Date:2013-10-24 Remarks:
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LUMINAIRE PHOTOMETRIC TEST REPORT

NAME: HR-LED87 布纹玻璃

DIM.:

MFR.: WAC Lighting

TYPE:LED PUCK LIGHT

SPEC.:

SUR.:

WEIGHT:

SERIAL No.:

PROTECTION ANGLE:

Test:U:120.1V I:0.0473A P:4.808W PF:0.8474  Lamp Flux:182.123x1 lm
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UNIT:cd
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AVERAGE BEAM ANGLE(50%):97.6 DEG
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LUMINOUS INTENSITY DISTRIBUTION DIAGRAM C0 PLANE ISOLUX DIAGRAM (UNIT:lx)
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DATA OF LAMP PHOTOMETRIC DATA Eff: 37.88 lm/W

MODEL

NOMINAL POWER(W)

RATED VOLTAGE(V)

NOMINAL FLUX(lm)

LAMPS INSIDE

TEST VOLTAGE(V)

Imax(cd)

LOR(%)

TOTAL FLUX(lm)

CIE CLASS

  up(%)

  down(%)

η

η

S/MH(C0/180)

S/MH(C90/270)

  UP,DN(C0-180)

  UP,DN(C180-360)

CIBSE SHR NOM

CIBSE SHR MAX

η

η

Sanxing MX6AWT-A1-0000-000AZ7

5

120

182.123

1

120.0

81.64

100.0

182.12

DIRECT

0.0

100.0

1.20

1.19

0.0,48.2

0.0,51.8

1.25

1.35

C Range:  0 - 360DEG
C Interval: 22.5DEG

  Range:  0 - 180DEG
  Interval:  1.0DEG
γ
γ

Test Speed: HIGH Test System:EVERFINE GO-R5000_V2 SYSTEM V2.0.273
Temperature:25.3DEG Humidity:65.0%

Test Distance:2.449m [K=1.0000]Operators:Alice
Test Date:2013-03-05 Remarks: Transformer:WAC EN-2460-R2

  WAC Lighting GONIOPHOTOMETERS SYSTEM TEST REPORT

LUMINAIRE PHOTOMETRIC TEST REPORT

NAME: HR-LED87S-27-SS A101813

DIM.:

MFR.: WAC Lighting

TYPE:Cabinet light

SPEC.:

SUR.:

WEIGHT:

SERIAL No.:C13100015-2

PROTECTION ANGLE:

Test:U:120.1V I:0.0499A P:4.475W PF:0.7465  Lamp Flux:163.824x1 lm
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UNIT:cd
C0/180,86.2deg

UNIT:cd
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AVERAGE BEAM ANGLE(50%):86.7 DEG
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LUMINOUS INTENSITY DISTRIBUTION DIAGRAM C0 PLANE ISOLUX DIAGRAM (UNIT:lx)
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DATA OF LAMP PHOTOMETRIC DATA Eff: 36.61 lm/W

MODEL

NOMINAL POWER(W)

RATED VOLTAGE(V)

NOMINAL FLUX(lm)

LAMPS INSIDE

TEST VOLTAGE(V)

Imax(cd)

LOR(%)

TOTAL FLUX(lm)

CIE CLASS

  up(%)

  down(%)





S/MH(C0/180)

S/MH(C90/270)

  UP,DN(C0-180)

  UP,DN(C180-360)

CIBSE SHR NOM

CIBSE SHR MAX





SAMSUNG SPMWHT221MD5WAWOAO

5

120

163.824

1

120.1

81.19

100.0

163.82

DIRECT

0.0

100.0

1.16

1.14

0.0,49.7

0.0,50.3

1.25

1.30

C Range:  0 - 360DEG
C Interval: 22.5DEG

  Range:  0 - 180DEG
  Interval:  1.0DEG



Test Speed: HIGH Test System:EVERFINE GO-R5000_V2 SYSTEM V2.0.273
Temperature:25.4DEG Humidity:57%

Test Distance:2.457m [K=1.0000]Operators:Alice
Test Date:2013-10-18 Remarks:
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                      WAC Lghting

LUMINAIRE PHOTOMETRIC TEST REPORT

NAME: HR-LED87S 布纹玻璃

DIM.:

MFR.: EVERFINE

TYPE:LED PUCK LIGHT

SPEC.:

SUR.:

WEIGHT:

SERIAL No.:

PROTECTION ANGLE:

Test:U:120.0V I:0.0476A P:4.783W PF:0.8377  Lamp Flux:156.355x1 lm
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AVERAGE BEAM ANGLE(50%):83.1 DEG
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LUMINOUS INTENSITY DISTRIBUTION DIAGRAM C0 PLANE ISOLUX DIAGRAM (UNIT:lx)
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DATA OF LAMP PHOTOMETRIC DATA Eff: 32.69 lm/W

MODEL

NOMINAL POWER(W)

RATED VOLTAGE(V)

NOMINAL FLUX(lm)

LAMPS INSIDE

TEST VOLTAGE(V)

Imax(cd)

LOR(%)

TOTAL FLUX(lm)

CIE CLASS

  up(%)

  down(%)





S/MH(C0/180)

S/MH(C90/270)

  UP,DN(C0-180)

  UP,DN(C180-360)

CIBSE SHR NOM

CIBSE SHR MAX





Sanxing MX6AWT-A1-0000-000AZ7

5

120

156.355

1

120.0

83.78

100.0

156.35

DIRECT

0.0

100.0

1.16

1.11

0.0,48.6

0.0,51.4

1.25

1.25

C Range:  0 - 360DEG
C Interval: 22.5DEG

  Range:  0 - 180DEG
  Interval:  1.0DEG



Test Speed: HIGH Test System:EVERFINE GO-R5000_V2 SYSTEM V2.0.273
Temperature:25.3DEG Humidity:65.0%

Test Distance:2.457m [K=1.0000]Operators:DAMIN
Test Date:2013-03-06 Remarks: Transformer:WAC EN-2460-R2

Page 1 Of 11


