Fixture Type:

WAC LIGHTING Cotalog Number:

Project:
Vector .
) ) Location:
33W Fixed Rail 3000K
Model & Wattage Lumens Color Temp & CRI Finish
0 TK-49534 33W 1465 3000K 90 O BN Brushed Nickel
O BR Brushed Brass

O CH Chrome

Example: TK-49534-BN

DESCRIPTION

Stylish cylindrical rail heads accent this beautifully crafted rail kit. 33W LED
Track Pack includes 34" track and mounting components in designer finishes
with 4 stunning LED track luminaires. This is the perfect solution for affordable
and stylish LED downlighting in a ceiling or bath and vanity application.

FEATURES - = Eﬁz@@
+ 350° horizontal and 90° vertical aiming & ; - ' '

+ Ceiling and wall mountable

* Driver located in junction box with minimum inside dimension of 3.5" x 3.5" x
1.5"

» Driver concealed within the fixture

+ 5 year warranty

SPECIFICATIONS

Construction: Aluminum
FINISHES:
Power: 33W . :
Input: 120-277 VAC, 50/60Hz ;
Dimming: ELV: 100-5%, 0-10V: 100-5% E
Light Source: Integrated LED Chrome Brushed Brushed
Nickel B

Rated Life: 60000 Hours icke rass
Mounting: Mounts directly to junction box, Can be mounted on LINE DRAWING:

ceiling or wall in all orientations
Finish: Electroplated: Brushed Brass, Brushed Nickel, Chrome
Operating Temp: -4°F to 104°F (-20°C to 40°C)
Standards: ETL, cETL, Damp Location Listed

34" 5"

waclighting.com | Phone (800) 526.2588 | Fax (800) 526.2585 | Headquarters/Eastern Distribution Center 44 Harbor Park Drive Port Washington, NY 11050

WAC Lighting retains the right to modify the design of our products at any time as part of the company's continuous improvement program. March 2024
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